
MILITARY SPECIFICATION SHEET 

INTERCONNECTI0)I BOX. FIBER OPTIC. SPLICE TRAY WLER H W L E  

This specification i s  approved for use by a l l  Departments 
and Agencies o f  the Departaent o f  Defense. 

The r e y e s  for acq i r i r y  the product described w i n  shall q i s t  of th is 
specif cation sheet and the issue of the following speoficatlon l is ted i n  that 
issue of the Oeparfaent of Defense Index of Specifications and Standards (OODISS) 
specified i n  the solicitation: MIL- 1.24728. 

FIGURE 1. Splice tray holder laodule. )(24728/7-001. 
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m Inches 
76 3.0 
97 3.8 
157 6.2 

VOTES: . 
1. Dinensions are i n  aillileters. 
2. Inch-pound equivalents are given for Infomation only. 
3. Unless otherwise specified. tolerance i s  iZ.5 r (.1 inch) for one-place decimals. 
4. For .rdenttfication of suboaponeolt parts. see table 1. 

FIQRE 1. Sl ice  tray holder aodule. N2472817-001 - Continued. 

Source: https://assist.dla.mil -- Downloaded: 2016-12-10T06:52Z
Check the source to verify that this is the current version before use.



Inches 
-13 
.19 
.26 
.30 

Inches 
.68 
.7 

2.3 
2.75 
3.08 
3.13 
3.5 

NOTES: 
1. D imions  are i n  millimeters. 
2. Inch-pound equivalents are given for infomation only: 
3. Unless otherwise specified. tolerance is.d.5 m (.I inch) for one-place decimals. 

and 3 . 3  rm (.Or Inch) for two-place ~ a a l s .  

F I W  2. Solice tray holder assenbl~. 
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NIL- 1-2472817 

MANUFACTURER'S LOGO 

/-- MANUFACTURER'S P/N 

Inches 
1.25 
1-53 
1.54 
1.76 
1.79 

m: 
1. Dimenstons are i n  millilleters. 
2. Inch-pound equivalents a n  given for inforration only. 
3. Unless otherwise specified. tolerance i s  9 . 5  wa (.1 inch) for one-place decimals. 

and a . 3  a (.01 inch) for two-place dectaals. 

FIGURE 3. slice tray holder aver assd l  y. 
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HIL- I -24728/7 

TABLE I. Parts l i s t .  

1/ Lexan plastic. in  accordance with ASTH-D-3935. G.E. #121. clear. or eqivalent. - 
2/ CRES. - 

REQUIRDIWTS: 

Design and Construction: See figures 1 through 3. and table I. 

nass (W4728/7-001): .454 kg (1 pound naxiraa). 

Patch panel nodule mounting: See figure 5 of HIL-I-24728/1. 

Remarks and 
reference 
figures 

1 and 2 

1 and 3 

2 

2 

3 

3 

Intenxlnnect organization: 

Fiber optic splicer: Tk splice holder shall organize up to 6 UIL-S.24623/4 splice t ram and 36 
UIL-S-2462314 spl~ces.  

PIN 

001 

1 

1 

I 

Subc- identification 
numbers, circled (see 
figures 1 thrcugh 3 

01 

02 

03 J/ 

M 2/ 
05 

06 2/ 

Subasserbly mber 

Cable retention: Not applicable. 

Part name 

Splice tray holder assePlbly 

Splice tray holder cover 
asseabl y 

Splice tray holder 

M3.5 x .79 (6.32) insert 

Splice tray hol&r cover 

M3.5 x .79 (6-32) captive 
screw 

01 

1 

1 

4 

Cable seal flexing: Not applicable. 

02 

1 

1 

4 

Cable twist: Not applicable. 

Compression resistance: Not applicable. 

Impact: Not applicable. 

Water pressure: Not applicable. 

Flamability: Not applicable. 

Salt Spray: Not applicable. 

Flaw Spread: Not applicable. 

Fungus test  shall be cducted an1 y on pol yaeric aaterials. 

T T a t u r e  range: The operating tenperattire range shall be -54-C to +6S°C and the storage range shall be 
-62 C to 

Part or Identifying Uubet (PIN): See table I. 

C124728/7-001. Splice tray holder assenbly and splice tray holder cover assenbly. 
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MIL- 1 -24728/7 

Qua1 ification by similarity: ?anufacturers who produce products for either MIL-I-24728/1. MIL-I -24728/2, 
or MIL- 1-2472813 and this specification sheet. and are qua1 i f i ed  under HIL-I -24728/1. MIL.1-24728/2. or 
MIL-1-2472813, and pass size inspection specified herein. are qualified undw this specification sheet. 

The M Govermt  preferred system of  FasuPeQent i s  the metric SI systen. However. th is item was 
orlg1nally designed using ~nch-pamd unlts of measurement. I n  the event of conflict between the metric 
and inch- pound units. the inch- pound mi t s  shall take precedence. 

CONCLUDING HATERIAL 

Custodi arts. 

s:i 
Air Force - 85 
N I W - n 4  

Review activities: 
Arny - PR. MI 
N ~ V Y  - AS. CG. EC. HC. m 
Air Force - 17. 19. 80. 99 
OLA - ES 

Preparing activity: 
Navy - SH 

Agent : 
DLA - ES 

(Project 5975- 1128) 
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